
 Built on Innovation
®

The cost-effective solution for residential projects, the HC Controller
provides smart water savings and remote irrigation management
capabilities.

Key Benefits

Electrical Specifications
 

 

 

 

 

Plastic indoor
Height: 15.2 cm
Width: 17.8 cm
Depth: 3.3 cm

HC Flow Meter

Rain-Clik
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Number of stations:

6 or 12 (fixed indoor)• Standard programming option
allows for 6 independent irrigation
programs and 6 start times per
program

•

Advanced programming option
provides station-based
programming with up to 6 total
start times available

• 24-hour maximum station run time
provides flexibility for low-flow
zones

•

2 sensor inputs available for use
with any Clik sensors and HC Flow
Meter

• Station outputs can also be used to
activate a pump start relay or
master valve

•

Wi-Fi enabled for quick connection
to Hydrawise software

• 7 cm full-colour touchscreen
display for simple programming at
the control panel

•

Built-in milliamp sensor for wire
fault detection and alerts (12-
station model only)

•

Transformer input: 120 VAC or 230
VAC

• Transformer output (24 VAC): 1 A•

Station output (24 VAC): 0.56 A• P/MV output (24 VAC): 0.28 A•

2.4 GHz (only) Wi-Fi router
compatible, 802.11 b/g/n 20 MHz

• Supported security protocols:
WPA/WPA2 Personal and
Enterprise, TLS, SSL

•

Approvals: UL, cUL, FCC, CE, RCM• Warranty period: 2 years•

Number of Stations: 6, 12
Type: Fixed
Wi-Fi Enabled
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User-Installed Options

Model Description

HC-075-FLOW-B HC Flow Meter for Hydrawise with 20 mm MBSP coupling

HC-100-FLOW-B HC Flow Meter for Hydrawise with 25 mm MBSP coupling

HC-150-FLOW -B HC Flow Meter for Hydrawise with 40 mm MBSP coupling

HC-200-FLOW-B HC Flow Meter for Hydrawise with 50 mm MBSP coupling

Compatible Sensors

RAIN-CLIK Wired Rain-Clik sensor

WR-CLIK Wireless Rain-Clik. Includes sensor and receiver

MINI-CLIK Rain Sensor

SOIL-CLIK Soil-Clik moisture sensor module and probe

FREEZE-CLIK Freeze sensor interrupts irrigation when temperatures drop below
3˚C (37° F)

HC-075-FLOW-B HC Flow Meter for Hydrawise with 20 mm MBSP coupling

HC-100-FLOW-B HC Flow Meter for Hydrawise with 25 mm MBSP coupling

HC-150-FLOW-B HC Flow Meter for Hydrawise with 40 mm MBSP coupling

HC-200-FLOW-B HC Flow Meter for Hydrawise with 50 mm MBSP coupling

W-HC-FLOW-INT Wireless HC Flow Meter Kit, includes transmitter and receiver
(international 868 MHz)

W-HC-FLOW-R-INT Wireless HC Flow Meter, receiver only (international 868 MHz)

W-HC-FLOW-TR-INT Wireless HC Flow Meter, transmitter only (international 868
MHz)

W-HC-FLOW-AU Wireless HC Flow Meter Kit, includes transmitter and receiver
(AU/NZ 915 MHz)

W-HC-FLOW-R-AU Wireless HC Flow Meter, receiver only (AU/NZ 915 MHz)

W-HC-FLOW-TR-AU Wireless HC Flow Meter, transmitter only (AU/NZ 915 MHz)

 - SPECIFICATION BUILDER

1  Model 2 Indoor/Outdoor 3 Transformer 4 Option

HC

HC-6  
6 station controller with Wi-Fi
connection

HC-12  
12 station controller with Wi-Fi
connection

i
Indoor model

00
120 VAC

01
230 VAC

(blank)
No option

A
230 VAC with Australian
connections

E

VISIT HUNTERINDUSTRIES.COM  RESIDENTIAL & COMMERCIAL IRRIGATION  | Built on Innovation ®

2 of 3 Generated 9 Sep 2022 05:36:14



 - SPECIFICATION BUILDER 230 VAC with European
connections

VISIT HUNTERINDUSTRIES.COM  RESIDENTIAL & COMMERCIAL IRRIGATION  | Built on Innovation ®

3 of 3 Generated 9 Sep 2022 05:36:14


